
Spildevands  Slampumper

80 mm (3”) Sewage Sub 3” Med Head 2KW

80 mm (3”) Sewage Sub 3” High Head 2KW

80 mm (3”) Sewage Sub 3” High Head 4.4KW

80 mm (3”) Sewage Sub 3” Super Head 7.4KW

100 mm (4”) Sewage Sub 4” Med Head 3.1KW

100 mm (4”) Sewage Sub 4” High Head 7.4KW

100 mm (4”) Sewage Sub 4” H/Head 5.9KW

100 mm (4”) Sewage Sub 4” High Head 13.5KW

100 mm (4”) Sewage Sub 4” Med Head 4.7kw

100 mm (4”) Sewage Sub 4” Med Head 5.9KW

150 mm (6”) Sewage Sub 6” Low Head 2.4kw

150 mm (6”) Sewage Sub 6” 7.5kw Wet Well

150 mm (6”) Sewage Sub 6” MT Chopper 9KW

150 mm (6”) Sewage Sub 6” Med Head 13.5KW

150 mm (6”) Sewage Sub 6” High Head 30KW

150 mm (6”) Sewage Sub 6” High Head 54KW

150 mm (6”) Sewage Sub 6” High Head 70KW

200 mm (8”) Sewage Sub 8”  7.5KW Wet Well

200 mm (8”) Sewage Sub 8” Med Head

250 mm (10”) Sewage Sub 10” Med Head 34KW

300 mm (12”) Sewage Sub 12” Low Head 22KW

250 mm (10”) Sewage Sub 10” Med Head Pump

300 mm (12”) Sewage Sub 12” Med Head 100KW

300 mm (12”) Sewage Sub 12” Low Head 37KW

300 mm (12”) Sewage Sub 12” Low Head 55kw

80 mm (3”) Sewage Sub 3” M/Head 2KW EXd

80 mm (3”) Sewage Sub 3” H/Head 2.4KW EXd



80 mm (3”) Sewage Sub 3” S/Head 2.4KW EXd

80 mm (3”) Sewage Sub 3” H/Head 4.2KW EXd

80 mm (3”) Sewage Sub 3” S/Head 4.2KW

80 mm (3”) Sewage Sub 3” S/Head 7.4KW EXd

80 mm (3”) Sewage 3” SH Chopper 15kw Ex

80 mm (3”) Sewage Sub 3” S/Head 15KW EXd

100 mm (4”) SewageSub 4”SH Chopper 22KW EX

100 mm (4”) Sewage Sub 4” S/Head 22KW EXd

100 mm (4”) Sewage Sub 4” M/Head 3.1KW EXd

100 mm (4”) Sewage Sub 4” H/Head 5.9KW EXd

100 mm (4”) Sewage Sub 4” H/Head 9.0kwEXd

100 mm (4”) Sewage Sub 4” H/Head 13.5KWEXd

100 mm (4”) Sewage Sub 4/6 M/Head 5.9KW EX

150 mm (6”) Sewage Sub 6” L/Head 5.9KWEXd

150 mm (6”) Sewage Sub 6” M/Head 13.5KWEXd

150 mm (6”) SewageSub 6”MT Chopper 13KW EX

150 mm (6”) SewageSub 6”MT 22KW Exd

150 mm (6”) Sewage Sub 6” H/Head 30KW EXd

150 mm (6”) Sewage Sub 6” H/Head 54Kw EXd

150 mm (6”) Sewage Sub 6” H/Head 70Kw EXd

200 mm (8”) Sewage Sub 8” H/Head 125Kw EXd

200 mm (8”) Sewage Sub 8” L/Head 13.5KWEXd

200 mm (8”) Sewage Sub 8” M/Head 30Kw EXd

200 mm (8”) Sewage Sub 8” M/Head 45Kw Exd

200 mm (8”) Sewage Sub 8” H/Head 170kw Exd

200 mm (8”) Sewage Sub 8” H/Head 215kw Exd

300 mm (12”) Sewage Sub 12” L/Head 22Kw EXd

300 mm (12”) Sewage Sub 12” M/Head 45Kw EXd

300 mm (12”) Sewage Sub 12” L/Head 55Kw EXd
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Dræn Dykpumper
100 mm (4”) Drainage Sub 4” High Head 10KW
80 mm (3”) Drainage Sub 3” Med Head 2.2KW
100 mm (4”) Drainage Sub 4” L/Hd 3.7KW VSD
100 mm (4”) Drainage Sub 4” Med Head 5.2KW
100 mm (4”) Drainage Sub 4” Med Head 5.6KW
100 mm (4”) Drainage Sub 4” High Head 20KW
100 mm (4”) Drainage Sub 4” High Head 18KW
100 mm (4”) Drainage Sub 4” High Head 37KW
150 mm (6”) Drainage Sub 6” Low Head 20KW
150 mm (6”) Drainage Sub 6” Med Head 8KW
150 mm (6”) Drainage Sub 6” Med Head 10KW
150 mm (6”) Drainage Sub 6” Med Head 20KW
200 mm (8”) Drainage Sub 8” Low Head 30KW
200 mm (8”) Drainage Sub 8” Med Head 37KW
250 mm (10”) Drainage Sub 10” Med Head 54KW

Bemærk: Billeder er udelukkende for illustrative formål og vi tager forbehold for eventuelle trykfejl. 


